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Section 1253

SECTION 1253
SNOWPLOWABLE PAVEMENT MARKERS

1253-1 DESCRIPTION

Furnish, install and maintain snowplowable pavement markers in accordance with the
contract.

1253-2 MATERIALS.

Refer to Division 10.

Item Section
Snowplowable Pavement Markers 1086-3

Use pavement markers that are on the NCDOT Approved Products List.
1253-3 CONSTRUCTION METHODS

(A)

(B)

©

General

Bond marker castings to the pavement with epoxy adhesive. Mechanically mix and
dispense epoxy adhesives as required by the manufacturer's specifications. Place the
markers immediately after the adhesive has been mixed and dispensed.

Install snowplowable pavement marker castings into slots sawcut into the pavement.
Make slots in the pavement to exactly duplicate the shape of the casting of the
snowplowable pavement markers.

Promptly remove all debris resulting from the saw cutting operation from the pavement
surface. Install the marker castings within 7 calendar days after sawcutting slots in the
pavement. Remove and dispose of loose material from the slots by brushing, blow
cleaning or vacuuming. Dry the slots before applying the epoxy adhesive. Fill the
cleaned slots totally with epoxy adhesive flush with the surface of the existing pavement.
Install snowplowable pavement markers according to the manufacturer’s
recommendations.

Protect the snowplowable pavement markers until the epoxy has initially cured and is
track free.

Reflector Replacement

In the event that a reflector is damaged, replace the damaged reflector by using adhesives
and methods recommended by the manufacturer of the markers and approved by the
Engineer. This work is considered incidental to the installation and maintenance of
snowplowable markers specified in this section.

Recycled Snowplowable Pavement Marker Castings

Use properly refurbished snowplowable pavement marker castings as approved by the
Engineer such that approved new reflectors can be installed inside the castings.

1253-4 MAINTENANCE
Maintain all installed snowplowable raised pavement markers before acceptance.
1253-5 MEASUREMENT AND PAYMENT

Snowplowable Pavement Markers will be measured and paid as the actual number of
snowplowable pavement markers satisfactorily placed and accepted by the Engineer.

Payment will be made under:

Pay Item Pay Unit
Snowplowable Pavement Marker Each
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